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USA
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TRI-POD

NON-WIND DEFLECTABLE APEX TRI-POD STANDS ARE ECONOMICAL 
AND FULFILL THE MOST BASIC SIGN STAND NEEDS AND DISPLAY A 
VARIETY OF SIGN SUBSTRATES

The Apex Tripod Sign Stand high-quality, made-in-America 
traffic control sign stand that is perfect for a variety of 
applications. It is designed to hold temporary traffic control 
signs, rigid and roll-up traffic signs, and more. The tripod is 
built to last. It is also easy to set up and use.

The Apex Tripod Sign Stand is approved by the FHWA and 
meets MUTCD specifications. It is also wind-resistant and 
can withstand winds of up to 35 mph. The Apex tripod is 
made of heavy-duty galvanized steel tube construction with a 
telescoping mast. It can hold roll-up signs and rigid signs up 
to 48 inches and 14 inches above ground height, 
respectively.

APEX TRIPOD 
WZ-448 APPROVED

MASH 
APPROVED

BALLAST 
HOOK

(BACK-LEG)

MATERIAL 
STAND LEGS 
AND MAST 

MODEL SIGN 
ATTACHMENT

STORAGE SIZE
W”X L”X H”

STORAGE SIZE
W”X L”X H”

OPEN SIZE
W”X L”X H”LEGS SIGN HOLDERS 

COMPARABLE
WITH PREVIOUS

MODEL 
E-352 FOLDING RIGID HOLDERSINCLUDED 17.8 LBS. 49 X 30 X 76 4 X 5 X 55.5APEX-TRI FIXEDGALV. STEEL 14”

INCLUDED ROLL-UP & RIGIDE-353 4 X 5 X 55.5FOLDING 49 X 30 X 76APEX-TRI-RU FIXEDGALV. STEEL 18 LBS.  14” 

HEIGHT
ABOVE ROAD 
W/48”SIGN

MASH TESTEDAPEX TRIPOD TECHNICAL DATA
WEIGHT  

(WITHOUT SIGN  
OR FLAGS)

LEG-RELEASE
SYSTEM

(BUILT-IN)    

ECONO STAND

NA

NA
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WZ-448 APPROVED

Simple, durable tri-pod design, economical price, and ease-of-
use provide outstanding value.

Heavy duty steel tube construction ensures durability and long 
term performance.

Steel legs and telescoping mast are galvanized for maximum 
resistance to rust and corrosion.

Apex tripod includes two rigid sign holders with an optional roll-
up holder. 

Apex tripod is MASH 2016 compliant for approved for these 
substrates: 
Ÿ ABS plastic (to 1/4”)
Ÿ Plywood (to 5/8”), 
Ÿ  Aluminum (to .125”)
Ÿ Corrugated Plastics 
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