
Eastern Metal 
SIGNS & SAFETY

APEX

Apex stands are rugged and reliable, deploy quickly, fold 
small, and are economical.

Apex legs offer maximum resistance to rust and corrosion. 

The 2-position, 2-piece telescoping legs adjust for maximum 
stability on uneven terrain and road shoulders.  Leg lengths 
options available see chart below. 
 
Apex Series Stands come standard with direct drive and kick 
lever are available upon request.
  
Roll-Up Signs attach to the Apex  Series Stands with a Spin-
Handle, or Latch Bracket available upon request.

Apex Series is Mash Compliant 2016 with roll-ups.

APEX Compact 
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THE NEXT GENERATION OF SIGN STANDS

Ÿ Mash Tested
Ÿ Made In The USA
Ÿ Direct Drive Durability
Ÿ Field Tested & Proven Reliable In 1000’s Of Work Zones
Ÿ Rigid Center Mast 

FEATURES

COMPACT

Sign Stands

 
Material Storage Size

W”x L”x H”
Open Size
W”x L”x H”

Height
Above road 
w/48”sign

Model Sign
Attatchment

Wind
Deflection

System  

Leg-Release
System

(built-in)    

Comparable
WITH PREVIOUS

MODEL 
Leg

Length  * 1 Sign Holders 
Weight  

(without sign  
or flags)

Apex COMPACT technical data MASH TESTED Compact 

C-601 Short Direct Drive

Direct Drive

Direct Drive
Direct Drive

Spin Handle

C-601 Long Spin Handle

C-601

C-601

Short

LoNg

Latch-Style

Latch-Style

Apex-ALs

Apex-ALS-LT

Apex-AL-L-LT
Apex-AL-L

C-101 / 102 NA
NA

NA

NA

NA
NA

Short
Short

Direct Drive Spin Handle
C-101 / 102 Direct Drive

41 x 68 x 79

41 x 68 x 79

41 x 68 x 79

41 x 68 x 79

41 x 68 x 79
41 x 68 x 79

Aluminum

Aluminum
Aluminum

Aluminum

Galv.  Steel
Gal.  Steel

13"

16.5"
16.5"

13"

13"
13"

Apex
Apex-LT Latch-Style

9 x 9 x 24
9 x 9 x 24

9 x 9 x 24

9 x 9 x 24

9 x 9 x 24
9 x 9 x 24

NA
NA

NA

NA

NA
NA

20 lbs. 

20 lbs. 

16 .  lbs

19.25 . lbs

19.25 .  lbs

16 .  lbs


	Page 5

