
Ÿ 42" height to top of cone provides maximum visibility (48" overall height to top of Ring-Top handle).

Ÿ 4800 Series Stacking Cone feature an oversized closed handle (the "Ring-Top") for easy gripping & lifting.

Ÿ Bases available in 16lb and 30lb

Ÿ Bases are hi-compression 100% recycled rubber with "Sure-Foot" bottom.

Ÿ "Tape-knob" (inside Ring-Top handle) simplifies attaching wrap-around-tape (e.g., CAUTION, etc.).

Ÿ Barricade Warning Lights (available separately) attach easily and securely using standard 1/2" bolt.

Ÿ Weight: 3 lbs.

Ÿ Material: High-density polyethylene (HDPE) for durability and weather resistance.

Ÿ Color: FL Safety Orange with UV stabilizers for long-lasting visibility (3+ year lifespan).

Ÿ Reflective Bands: Diamond grade or High-intensity reflective bands in 4,3,2,1 configuration (or none) Band measures 4 inches 
wide.

Ÿ Base: Reclaimed rubber base with a 7.75-inch diameter for stability and weight distribution.

Ÿ Compliance: Meets MUTCD (Manual on Uniform Traffic Control Devices) standards for enhanced safety.

Ÿ Additional Colors: Available upon request to accommodate specific project needs.

Ÿ Note: Specifications subject to change with prior notification.
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COMPOSITE RUBBER BASE 
(SOLD SEPARATELY)

The Eastern Metal Stackable Ring  is a versatile and Stacking Cone
durable traffic control device that can be used in a variety of settings. 
It is made of high-quality materials. Options for Hi-Intensity and 
Diamond Grade reflective bands that provides maximum visibility. 
The channelizer is also stackable for easy storage and transport.

Applications:
Ÿ Traffic control
Ÿ Crowd control
Ÿ Construction zones
Ÿ Emergency situations

Features:
Ÿ High-quality 
Ÿ Stackable 
Ÿ Easy Storage
Ÿ Transports Easily
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Weight:                                Thickness:
16 lb.                                     2.700”

Weight:                              Thickness:

30 lb.                                     2.750”
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